Specifications of Files and Pre-print Materials 
for creating Banners 
We accept layouts made in the following programs: 

Bitmap images – Adobe Photoshop (TIF, PSD, EPS), ratio of 1:1, CMYK, Grayscale
Vector images – Adobe Illustrator (AI, EPS), ratio of 1:10, CMYK

Data carriers: СD, DVD, FTP, e-mail. 

Names of files, discs and folders are not to contain Russian letters. 

When transferring files via FTP-Server or e-mail, compress the data into Zip or RAR.

Printouts and work specification are to be sent along with the files: 
- filename,
- size,
- print space formats (vertical or horizontal),
- additional information

Requirements for layouts made in Adobe Illustrator
Image ratio is to be of 1:10.
The printed image is to be framed (not just document setup), CMYK.
Please convert all fonts to curves.
When outputting use Illustrator EPS 6 (and higher). Do not use transparencies and other vectorial effects and embedded transparent images in PSD. 

Requirements for layouts made in Adobe Photoshop
File is to be full size (ratio of 1:1), CMYK.
Color separation parameters: 

SWOP (Coated), 20%, GCR, Medium
Black ink limit 100%
Total ink limit 340%

File resolution is to be chosen according to a banner size.
We recommend using the following dimensions: 
300х600 cm 

30–40 dpi
300x150 cm

60–80 dpi

120x180 cm

70–100 dpi
As a rule, file size should not exceed 200–300 Mb.
CorelDraw files are not accepted. In case a layout is made in this program, you are to export it to AI, EPS, TIF on your own and send it according to the specifications. 

